
 
 

  INSTALLATION INSTRUCTIONS 
           PART NO. 52-799         ENGINE LOWER SIDE COVER 

      FOR 2012 HONDA GL1800 GOLDWING 
5/18/2012 

NO TOOLS REQUIRED 
 
CAUTION: ALLOW ENGINE TO COOL BEFORE INSTALLING NEW SIDE COVERS. 
 
INSTALLATION: 
 
NOTE: BIG BIKE PARTS FIT IS SIMILAR TO OEM. 
 
1. START BY REMOVING THE OEM COVER FROM THE BIKE. TO REMOVE, START AT THE BOTTOM OF THE SIDE COVER AND CAREFULLY 

RELEASE THE THREE BOSSES FROM THE GROMMETS.  
 
2. ONCE OEM COVER IS REMOVED FROM BIKE, CHECK THAT ALL GROMMETS REMAIN SECURELY ATTACHED TO THE MOUNTING BRACKETS 

ON BIKE. 
 
3. INSTALL BIG BIKE PARTS SIDE COVER. CAREFULLY ALIGN THE FRONT MOST PORTION OF THE PART THEN SECURELY ENGAGE ALL 

BOSSES INTO GROMMETS.  
 
4. IF REMOVAL OF SIDE COVERS IS NECESSARY REPEAT INSTRUCTIONS OR SEE OEM INSTALLATION GUIDE. 
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