
F I T S : M O S T  T H R O T T L E  T W I S T  G R I P  A P P L I C AT I O N S ,  7 / 8 ”  O R  1 ”  B A R S

PART#  I N C L U D E D
406251 1 Universal Throttle Boss
306251 1 Instruction Sheet

T O O L S  S U G G E S T E D
No tools are required for this installation

P R O C E D U R E AVERAGE TIME: LESS THAT ONE MINUTE
STEP 1 Stretch the Rubber throttle boss around the throttle grip and hook the loop in one
end over the “Nub” on the other. The flat portion of the throttle boss should be facing
upward, so ones palm can rest on it.

STEP 2 While firmly holding the twist grip so it cannot move, rotate the Throttle Boss to a
position that is comfortable to you when the throttle is set at cruising speed.

WARNING: Do not attempt to adjust the position of the throttle boss while operating
the motorcycle! Sudden changes in speed may occur causing loss of control of the vehicle,
resulting in injury or death.

Ride On!
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techsupport@kuryakyn.com
or call 715.247.2983

WA R R A N T Y
Küryakyn™ warrants that any Küryakyn product 

sold hereunder, if properly installed, maintained
and operated under normal conditions, shall be free

from any defects in materials and workmanship
for a period of one (1) year from the date the
Küryakyn products are sold to the customer.

CONSEQUENTIAL DAMAGES:
Küryakyn shall not be liable for any

consequential or incidental damages.

A B O U T O U R C ATA L O G
You’ll find all our innovations for H-D, GL and 

Metric Cruisers in our annual catalogs. Order online
today–select the ”CATALOGS” icon. Each Küryakyn™

product comes with a Proof-of-Purchase good for a
complimentary catalog. Details in packaging.

Be sure to ask your local dealer about other
Küryakynproducts, the motorcycle parts and

accessories designed for riders by riders.
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