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CINNER FENDER ACCENT FOR SOFTAIL 7858)

CUSTOMER SERVICE

FITS: ‘00-'06 SOFTAIL MODELS (EX. '04 FXSTDSE AND '06 FXST, FXSTB, FXSTS,

FLSTFSE).
PARTS INCLUDED INSTALLATION QUESTIONS
1 Inner Fender Accent for Softail, LH
1 Inner Fender Accent for Softail, RH
2 Alcohol pads LIMITED WARRANTY
1 Installation Instructions

Please read and understand entire instructions before starting installation.

THANK YOU FOR CHOOSING KURYAKYN!

TOOLS SUGGESTED
Soapy water and a clean, dry rag.

ATTENTION! The inner rear fender must be as clean as possible to ensure that the fender
trim completely adheres to the fender. Failure to ensure a clean surface may result in poor
adhesion that could cause damage or personal injury.

PROCEDURE

STEP 1 Park the motorcycle on a hard, level surface. Shut off the ignition and allow the
engine to cool.

STEP 2 Ensure that the inner rear fender is very clean; wash with warm, soapy water if
necessary.

STEP 3 Clean the inner rear fender with an alcohol pad; allow the fender to dry
completely.

STEP 4 Rub the adhesive backing of the fender trim with your fingernail to activate the
adhesive. See PIC..

STEP 5 Peel the adhesive backing from the adhesive strips. See PIC.2.
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STEP 6 Carefully position the fender trim to match the inner fender (See PIC.3 and PIC.4); press the
trim onto the fender for at least 60 seconds.
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